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Warning 
 

 
 
All combustion is potentially dangerous and carries the risk of fire.  We advise 
that you carefully consider the siting and operation of your new incinerator to 
minimise risk to persons, buildings or structures.  It is advisable to carry out a 
full risk assessment and to put in place control measures for any risks 
identified.  
 
Care should be taken when installing the removable flue; due to the thinness 
of the material it has extremely sharp edges.  Use suitable protective gloves 
when handling. 
 
The outer casing and handles of your Proburn Incinerator become extremely 
hot during operation. Do not, under any circumstances, touch the casing or 
the handles without suitable protection. 
 
Proburn Incinerators can take no responsibility for the installation of 
incineration equipment.  We supply units on the basis that it is the 
responsibility of the customer to ensure that all national and local laws and 
regulations are complied with. If you have any doubt you should contact the 
relevant body. 
 
Batteries and pressurized containers such as aerosol cans must never be put 
into the incinerator as they may explode. 
 
 



 

 

Incinerator Drawing 
 

 
 
 



 

 

 
Installation 
 

Unpacking 
Unpack your incinerator and carefully check for transit damage.  The high 
temperature paint only fully cures once it has been heated several times.  In 
its uncured state it is very susceptible to marks; even placing your hand on it 
may leave a greasy print.  Do not be alarmed by these marks as they don’t 
affect the protective qualities of the paint and they will fade out once the paint 
is fully cured. 
 

Fitting the Flue 
Open the top loading door and you will see the removable flue and rain hat 
inside the incinerator, both of which you should take out (please see warning 
above about sharp edges).  The rain hat is simply inserted into the top of the 
flue pipe. The flue, with the rain hat now attached, simply slips over the 
sleeve on top of the incinerator. 

 

Fitting the Sleeve (MAXI ONLY) 
Due to the height of the Maxi Model it is necessary for the flue sleeve to be 
detached for transport.  You will find the sleeve inside the incinerator and it 
simply bolts onto the top of the hood with the eight bolts provided. Once it is 
in place please follow the step above for fitting the flue. 
 

Siting 
We would stress the importance of positioning the unit away from tall 
buildings or overhanging obstructions which may adversely affect draft 
conditions. It is crucial to avoid air turbulence and potential back pressure as 
these can interfere with the design balance of primary and secondary air flow 
within the incinerator, as well as possibly creating odorous emissions and 
paper char. If the incinerator is to be sited close to a building, it is advisable to 
extend the flue 2 metres above that building. Care should also be taken to 
site the incinerator at a safe distance from any structure that is combustible or 
may be damaged by heat, for example timber fences or wooden cladding. 
Every site is different so these recommendations should be taken only as a 
guide; it is your responsibility to risk assess your site and to satisfy yourself 
that you can operate the incinerator safely and within local regulations. 

 



 

 

Using your Incinerator 
 

Suitable Waste 
Our incinerators are free burning which means they do not use an external 
fuel source. They rely on the waste itself to be combustible which makes 
them great for incinerating many different types of waste, for example, paper, 
cardboard, excess packaging, rags, wood off-cuts, broken pallets, floor 
sweepings and shavings. Less combustible waste like food, green hedge 
clippings and plastics can be incinerated if they are mixed with more 
combustible waste. 
 

Loading 
Open the loading door and load the waste to no higher than the top of the 
combustion chamber. Tightly packed waste should be broken up as much as 
possible to allow a free air flow and good combustion. 
 

Igniting  
Open both the loading door and the ash removal door.  Ignite the waste using 
matches or a lighter through either door.  As soon as the flame catches, close 
the loading door.  Allow the flames to take hold and then close the ash 
removal door. Do not permit prolonged operation with either the ash removal 
or the loading door open. This can cause excessive combustion, with 
consequential overheating and possible structural damage. 

 

First Use 
The first few times you use your Proburn Incinerator it may produce more 
smoke than normal. This is due to a few factors ; 1) The inside of the 
incinerator is coated with preservative oil to protect against corrosion during 
storage; 2) The flue is coated with a preservative wax to protect it against 
corrosion during storage; 3) The paint requires around 6 hours of operation 
before it is fully cured and will steam or smoke slightly during this process. 
The oil and wax will burn off after 2-3 hours of operation. 

 

The incinerators operate at a high temperature, so it is normal to see some 
expansion of the steel during operation.  The incinerator has been designed 
with this expansion in mind, so some bowing of the steel panels during use is 
normal.   

 



 

 

Over-Loading 
If you observe flames jumping out between the base unit and the hood, or 
flames coming out the top of the flue, you have overloaded the incinerator 
and the combustion has become too intense.  Allow the load to burn down 
and add smaller loads in future. This excessive combustion can cause 
overheating and possible structural damage. 

 
Reloading 
When the load is completely burned and the incinerator has cooled down 
enough for you to safely open the door, you can repeat the process with a 
fresh load of waste. 

 

Cleaning 
It is important to regularly remove the ash.  An excessive buildup of ash will 
restrict the flow of air and lead to poor combustion. It also increases the heat 
at the base of the incinerator and can lead to excessive warping to the 
incinerator floor.  It should be removed with a shovel when it reaches the 
bottom of the ash door. 
 

Maintenance 
The incinerator is extremely robust and has no moving parts so needs no 
maintenance apart from ash removal.  The paint will require touching up from 
time to time as the heat shock from the fast warming and then cooling is 
extremely hard on paint.  High temperature paint can be sourced from your 
local industrial paint supplier or from us. 

 


